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PRIOR TO PERMANENT PAVEMENT, EXISTING REPLACE PAVEMENT OR LAWN AS

PAVEMENT TO BE SAWCUT 1’ BEYOND TRENCH APPLICABLE
EXCAVATION LINE PER DETAILS AND AS SPECIFIED.
(TYP. BOTH SIDES) EXISTING

F GROUND
2% / e
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6” DETECTABLE
WARNING TAPE

46" MIN. % :'/ BACKFILL (SEE NOTES)
7 19” MIN. TRACER WIRE SECURED
TO PLASTIC PIPE
12” MIN. /— 30"¢ FORCE MAIN
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SCREENED GRAVEL ©0
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NOTES:

1. IN PAVED AREAS OR AREAS TO BE PAVED, OR THE SHOULDER OF A PAVED ROADWAY,
BACKFILL MATERIAL SHALL BE BANK—RUN GRAVEL M.02.06 GRADATION C, FORM 816, AS
APPROVED BY THE ENGINEER. PROCESSED AGGREGATE CAN BE USED IN LIEU OF BANK—RUN
GRAVEL. IN ALL OTHER AREAS, SUITABLE EXISTING MATERIAL MAY BE USED IF APPROVED BY
THE ENGINEER.

2. EXISTING PAVEMENT TO BE SAW CUT BACK 12" FROM EDGE OF TRENCH PRIOR TO
EXCAVATION.

3. SCREENED GRAVEL BEDDING SHALL BE WRAPPED IN GEOTEXTILE FABRIC (12" MIN. OVERLAP)

SINGLE FORCE MAIN TRENCH
EXCAVATION

PRIOR TO PERMANENT
PAVEMENT, EXISTING PAVEMENT

TO BE SAWCUT 1’ BEYOND
TRENCH EXCAVATION LINE EXISTING

(TYP. BOTH SIDES) / GROUND
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(TYP.)
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% 12” MIN. TYP.
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P 24"¢ FORCE
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3" MIN.

- 0.
SCREENED GRAVEL o0

NOTES:

. IN PAVED AREAS OR AREAS TO BE PAVED, OR THE SHOULDER OF A PAVED
ROADWAY, BACKFILL MATERIAL SHALL BE BANK—RUN GRAVEL M.02.06 GRADATION
C, FORM 816, AS APPROVED BY THE ENGINEER. PROCESSED AGGREGATE CAN
BE USED IN LIEU OF BANK—RUN GRAVEL. IN ALL OTHER AREAS, SUITABLE
EXISTING MATERIAL MAY BE USED IF APPROVED BY THE ENGINEER.

2. EXISTING PAVEMENT TO BE SAW CUT BACK 12" FROM EDGE OF TRENCH PRIOR
TO EXCAVATION.

3. SCREENED GRAVEL BEDDING SHALL BE WRAPPED IN GEOTEXTILE FABRIC (127
MIN. OVERLAP)
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SECTION

NOTES: CONCRETE SHALL BE CLASS 'C’ AND A MINIMUM 3,500 PSI.

DEPTH OF SIDEWALK VARIES FROM 4” TO 6” AND IS TO BE
DETERMINED BY THE PUBLIC WORKS DEPARTMENT.

CONCRETE SIDEWALK DETAIL
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SECTION B-B

NOTES: CONCRETE SHALL BE CLASS 'C’ AND

"D” VARIES FROM 15° TO 25’ EXCEPT

A MINIMUM 3,500 PSI.

FOR ONE OR TWO FAMILY

DWELLINGS, WHERE THE MINIMUM WIDTH IS 9.

DRIVEWAY APRON

DETAIL

APPROVED EXPANSION JOINT MATERIAL
(TYP.)

Pavement Surface /

1" Radius
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Match existing

pavement thickness.

Disturbed area
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processed aggregate

and compacted
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be backfilled with
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1I'-8"  suitable material

approved by PWD.

SECTION

NOTE: CONCRETE SHALL BE CLASS 'C’ AND A MINIMUM 3,500 PSI.

CONCRETE CURB DETAIL
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